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FIG. 7 

(rainfall begins) 



INITIAL PRECIPITATION 
IS STORED IN TANK 15 




YES 



SWITCHING VALVE CLOSES 
AND TIMER IS ACTIVATED 




YES 



DRAIN VALVE OF TANK 15 
IS OPENED 



INITIAL PRECIPITATION IS 
DRAINED FROM TANK 15 
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FIG. 8 
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PURIFICATION 
BEGINS 



RAINWATER ENTERS 
PURIFIER 



RAINWATER IS PHYSICALLY 
FILTERED USING METALLIC 
SCREEN 



FILTERED RAINWATER IS 
NEUTRALIZED USING 
PH-ADJUSTING AGENT 



RAINWATER IS STERILIZED 
USING ACTIVE OXYGEN 
SPECIES (OR FREE RADICALS) 



PURIFIED RAINWATER 
ENTERS STOR AGE TANK 
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RESIDUAL ACTIVE OXYGEN 
SPECIES ARE DECOMPOSED 
AND ELIMINATED 
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FIG. 9 
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SUPPLY OF 
TAP WATER 
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TAP- WATER VALVE 
IS OPENED 






TAP WATER 1 
TO STOR/ 


S SUPPLIED 
^GE TANK 
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TAP- WATER VALVE IS 
CLOSED 
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